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Idrofoglia / CORPORATE IDENTITY

www.idrofoglia.com

For many years, Idrofoglia has been the market-leader in
engine-driven and electric driven pumpset manufacturing
and marketing for the irrigation market. Today, Idrofoglia Srl
presents its new division, “Fluid”, offering a number of solu-
tions for the movement of any liquid (clear water, dirty water,
sea water, acidic water, viscous fluids and oil), thanks to its
latest engine-driven pumpsets, equipped with a variety of
pump models coupled to diesel or gasoline engines from
national and international brands.

Idrofoglia Fluid works primarily in two sectors:

Construction :
- Diesel and gasoline self-priming, engine-driven pumpsets.

- Wellpoint vacuum-assisted engine-driven pumpsets.

- Wellpoint vacuum-assisted electric-driven pumpsets.

- Pipework.

Engineering:

- Engine-driven and electric-driven pumpsets for industrial

applications.

- Engine-driven and electric-driven pumpsets for mining and
quarrying applications.

- Engine-driven and electric-driven pumpsets for pipe testing
applications.

- Engine-driven and electric-driven pumpsets for various
other markets.
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MTV 100 SL

Solids handling

General purpose pumpset ideal for sewage bypass, trenching,
dewatering with ease of access and manoeuvrability.

SPECIFICATIONS
Pump Size:

Max Flow m3/hr:
Max Head m:

Solids Size mm:
Max Efficiency %:
Performance at BEP:
Engine Type:
Nominal Speed rpm:
Fuel Burn:

Rated Power kw:
Dry Weight kg:

Fuel Tank Capacity:

FEATURES

e Ductile Iron construction
e Solids Handling

e High efficiency impeller
e Run-dry seal

e 50 cfm vacuum pump

e Posi-seal priming valve

OPTIONS

e Open trailer

e Heavy duty skid

e Sound attenuated

e Auto-start panel

e GSM telemetry

e Remote fuel connections

www.idrofoglia.com

100 x 100mm 4x4

300 1320 usgpm
25 82 ft

76 3inch

70

162m3/hr@15m 713 usgpm@49 ft
Perkins 403D / DEUTZ 914 / or similar
1800

3.3l/hr

5.5-19 7.5-25 hp

1390 3060 Ibs

180 litres

PUMP MODEL
PP44S8

APPLICATIONS
e Mine dewatering
e Construction

e \Wastewater

e Wellpointing

e Bypass pumping
e Oil and gas

¢ Rental

This performance chart should be used for guidance only
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MTV 150 SL

General purpose pumpset ideal for sewage bypass, trenching,
dewatering with ease of access and manoeuvrability.

SPECIFICATIONS
Pump Size:

Max Flow m3/hr:
Max Head m:

Solids Size mm:
Max Efficiency %:
Performance at BEP:
Engine Type:
Nominal Speed rpm:
Fuel Burn:

Rated Power kw:
Dry Weight kg:

Fuel Tank Capacity:

FEATURES

e Ductile Iron construction
e Solids Handling

e High efficiency impeller
e Run-dry seal

e 50 cfm vacuum pump

e Posi-seal priming valve

OPTIONS

e Open trailer

e Heavy duty skid

e Sound attenuated

e Auto-start panel

e GSM telemetry

e Remote fuel connections

www.idrofoglia.com

Solids handling

150 x 150mm 6x6
500 2200 usgpm

34 112 ft

76 3inch

71

350m3/hr@19m 1540 usgpm@62 ft

Perkins 404D / DEUTZ 914 / or similar
1800

7.7/hr

7.5-30 10.0-40 hp

1520 3340 lbs

220 litres

PUMP MODEL
PP66S10

APPLICATIONS
e Mine dewatering
e Construction

e \Wastewater

e Wellpointing

e Bypass pumping
e Oil and gas

¢ Rental

This performance chart should be used for guidance only
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MTV 150 SM

Solids handling

Medium pressure pumpset ideal for sewage bypass, flood control,
dewatering with small footprint or easy handling requirement.

SPECIFICATIONS
Pump Size:

Max Flow m3/hr:
Max Head m:

Solids Size mm:
Max Efficiency %:
Performance at BEP:
Engine Type:
Nominal Speed rpm:
Fuel Burn:

Rated Power kw:
Dry Weight kg:

Fuel Tank Capacity:

FEATURES

e Ductile Iron construction
e Solids Handling

e High efficiency impeller
e Run-dry seal

e 50 cfm vacuum pump

e Posi-seal priming valve

OPTIONS

e Open trailer

e Heavy duty skid

e Sound attenuated

e Auto-start panel

e GSM telemetry

e Remote fuel connections

www.idrofoglia.com

150 x 150mm 6x6

720 3168 usgpm
58 190 ft

76 3inch

68

490m3/hr@25m 2156 usgpm@82 ft
DEUTZ 914 / or similar

1800

14.7/hr

25-80 33.5-107 hp
2050-3500 4510-7700 lbs
600 litres

PUMP MODEL
PP66S12

APPLICATIONS
e Mine dewatering
e Construction

e \Wastewater

e Wellpointing

e Bypass pumping
e Oil and gas

¢ Rental
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This performance chart should be used for guidance only
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MTV 300 SL

High flow pumpset ideal for sewage bypass, flood control,

dewatering in a compact design.

SPECIFICATIONS
Pump Size:

Max Flow m3/hr:
Max Head m:

Solids Size mm:
Max Efficiency %:
Performance at BEP:
Engine Type:
Nominal Speed rpm:
Fuel Burn:

Rated Power kw:
Dry Weight kg:

Fuel Tank Capacity:

FEATURES

e Ductile Iron construction
e Solids Handling

e High efficiency impeller
e Run-dry seal

e 50 cfm vacuum pump

e Posi-seal priming valve

OPTIONS

e Open trailer

e Heavy duty skid

e Sound attenuated

e Auto-start panel

e GSM telemetry

e Remote fuel connections

www.idrofoglia.com

Solids handling

300 x 300mm 12x12
1300 5720 usgpm
35 1151t

100 4 inch

75

1380m3/hr@28m 6072 usgpm@92 ft
Perkins 1106D / or similar

1500

42 Al/hr
55-90
3500-4000
900 litres

74-121 hp
7700-8800 Ibs

PUMP MODEL

PP1212S17 Trimmed to 13”
or 325mm diameter for use
with 200hp (150kW) engine.

APPLICATIONS
e Mine dewatering
e Construction

e \Wastewater

e Wellpointing

e Bypass pumping
e Oil and gas

¢ Rental
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This parformance chart should be used for guidance only
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MTV 80 CH

High pressure clear liquid pump ideal for high head quarry
and mining applications, fire fighting and dewatering.

SPECIFICATIONS
Pump Size:

Max Flow m3/hr:
Max Head m:

Solids Size mm:
Max Efficiency %:
Performance at BEP:
Engine Type:
Nominal Speed rpm:
Fuel Burn:

Rated Power kw:
Dry Weight kg:

Fuel Tank Capacity:

FEATURES

e Ductile Iron construction
e Low NPSHr designs

e High efficiency impeller
e Run-dry seal

e 50 cfm vacuum pump

e Posi-seal priming valve

OPTIONS

e Open trailer

e Heavy duty skid

e Sound attenuated

e Auto-start panel

e GSM telemetry

e Remote fuel connections

www.idrofoglia.com

150 x 80mm 6x3.2

240 1056 usgpm
155 508 ft

20 0.8 inch

62

162m3/hr@122m 713 usgpm@400 ft
Perkins 1106D / or similar

2200

26l/hr

130 174 hp

3500-4000 7700-8800 lbs
900 litres

PUMP MODEL
PPE3C17

APPLICATIONS
e Mine dewatering
e Construction

e Jetting

e Wellpointing

e Pipeline filling

e Oil and gas

¢ Rental

Clean liquids

This parformance chart should be used lor guidance only
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MTV 100 CH

Extreme pressure clear liquid pump ideal for high head quarry
and mining applications, fire fighting and dewatering.

SPECIFICATIONS
Pump Size:

Max Flow m3/hr:
Max Head m:

Solids Size mm:
Max Efficiency %:
Performance at BEP:
Engine Type:
Nominal Speed rpm:
Fuel Burn:

Rated Power kw:
Dry Weight kg:

Fuel Tank Capacity:

FEATURES

e Ductile Iron construction
e Low NPSHr designs

e High efficiency impeller
e Run-dry seal

e 50 cfm vacuum pump

e Posi-seal priming valve

OPTIONS

e Open trailer

e Heavy duty skid

e Sound attenuated

e Auto-start panel

e GSM telemetry

e Remote fuel connections

www.idrofoglia.com

150 x 100mm 6x4

320 1408 usgpm
155 508 ft

20 0.8 inch

67

235m3/hr@115m 1034 usgpm@377 ft
Perkins 1106D / or similar

2000
33l/hr
90-175
3500-4000
900 litres

121-235 hp
7700-8800 lbs

PUMP MODEL
PP64C17

APPLICATIONS
e Mine dewatering
e Construction

e Jetting

e Wellpointing

e Pipeline filling

e Oil and gas

¢ Rental

Clean liquids

This performance chart should be used for guidance only
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MTV 150 CM

Medium pressure clear liquid pump ideal for medium head quarry
and mining applications, fire fighting and dewatering.

Clean liquids

SPECIFICATIONS
Pump Size:

Max Flow m3/hr:
Max Head m:

Solids Size mm:
Max Efficiency %:
Performance at BEP:
Engine Type:
Nominal Speed rpm:
Fuel Burn:

Rated Power kw:
Dry Weight kg:

Fuel Tank Capacity:

FEATURES

e Ductile Iron construction
e Low NPSHr designs

e High efficiency impeller
e Run-dry seal

e 50 cfm vacuum pump

e Posi-seal priming valve

OPTIONS

e Open trailer

e Heavy duty skid

e Sound attenuated

e Auto-start panel

e GSM telemetry

e Remote fuel connections

www.idrofoglia.com

200 x 150mm 8x6

450 1980 usgpm
125 410 ft

30 1.2inch

73

400m3/hr@90m 1760 usgpm@295 ft
Volvo 953 / or similar

1900

40.2l/hr

225 302 hp

3500-4000 7700-8800 lbs

900 litres

PUMP MODEL
PP86C17B

APPLICATIONS
e Mine dewatering
e Construction

e Jetting

e Wellpointing

e Pipeline filling

e Oil and gas

¢ Rental

This performance chart should be used for guidance only
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OTHER PRODUCTS FOR MINING

IDROFOGLI Y

7" MINIERA

HIGHWALL DE-WATERING AND FLUID TRANSFER SYSTEMS

AN

Green \\ Power’

ge ne”nr ators

ELECTRIC OR DIESEL
PUMPS SELF-PRIMING.

Idrofoglia srl
phone: +39 0722 700311

email: staff@idrofoglia.com | G
web: www.idrofoglia.com IDH”F ”G’-I’A

HIGHWALL DE-WATERING AND
FLUID TRANSFER SYSTEMS.

Miniera

phone: +39 0722 700311
email: staff@idrofoglia.com
web: www.idrofoglia.com

JIMINIERA

GENERATING SETS AND
LIGHTING TOWER.

Green Power System srl
phone: +39 0722 726411

email: info@greenpowergen.com
web: www.greenpowergen.com




> Nr. Employees: 110

> Covered Area: 10.000 sm.
> Office Area: 400 sm.

> Open Area: 20.000 sm.

IDROFAGLIN




Idrofoglia / EPTA GROUP ‘

> Epta Revenues 2012: 98.500.000 Euro

> Nr. Epta Employees: 210
> Epta Workshop Surface Area: 50.000 sm.

grupp

eptagruppo.com

9  (Green \\ Power’ | W %TR’ADE
"IDROFOGLIL [§ironsystem  /modula  StaRplast 2

IRRIGATION AND WATER GENERATING SETS LIFTING SYSTEMS THERMOFORMING ROTOMOULDING SERVICE COMPANY FOR
MANAGEMENT SYSTEMS AND TOWER LIGHTS OF PLASTIC MATERIAL OF PLASTIC MATERIAL FOREIGN BUSINESS

www.idrofoglia.com Wwww.greenpowergen.com www.ironsystem.it www.modulasrl.it www.starplastsrl.com www.eptatrade.it

IDROFOGLIE

www.idrofoglia.com




www.idrofoglia.com

40.000.000

35.000.000

30.000.000

25.000.000

20.000.000

15.000.000

10.000.000

5.000.000

2013

FFFFFFFF

IDRAFAGLIL

fluid
systems




IDROFOSLIE B




}_ ﬁ(j

www.idrofoglia.com

Idrofoglia srl
Via Provinciale 14
61026 Lunano (PU)

Made in ltaly

phone: +39 0722 700311
fax: +39 0722 700309
web: www.idrofoglia.com
email: staff@idrofoglia.com

Egidio Barone
EXPORT MANAGER
email: egidio@idrofoglia.com

Francesca Amadori
EXPORT DEPT.
email: a.francesca@idrofoglia.com

IDROFOGLIE




